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Wise precautions
Keep out of the reach of children. Avoid contact 
with skin and eyes. In case of contact with eyes, 
rinse immediately with plenty of water and  
seek medical advice. After contact with skin, 
wash immediately with plenty of water. Use  
only in well-ventilated areas. Protect from frost. 

EU limit value for this product (cat A/i): 140g/l.  
This product contains max 50g/l VOC.

The next generation in Decking Oils – a lightly tinted oil which combines  
superior nourishment and protection with the speed of application

Usage Areas Quality ridged or smooth hardwood  
and softwood decking.

Compatibility
Suitable for use on untreated, weathered decking  
or decking previously finished with Perfect Finish 
Decking Oil.

Coverage
This 2.5L pack is normally sufficient to coat 10-12m2  
with two coats. Coverage will vary with absorbency  
of timber and profile of deck.

Dry Times Rainproof in 2 hours. Re-coat in 4 hours.  
Allow 24 hours before subjecting to foot traffic.

Clean Up Wash pad out in warm water and detergent.

Ronseal Perfect Finish Decking Oil is the next generation in  
Decking Oils. Our unique formula nourishes and protects your  
deck while enhancing the natural colour of the timber, it provides  
a barrier against water penetration, preventing your deck from 
cracking and splitting. 
It’s also rainproof in just 2 hours.

Due to its unique advanced formula Perfect Finish Decking Oil 
should not be applied in conjunction with any other decking oil, 
including Ronseal Decking Oil.

Preparation
Old decking: Use Ronseal Decking Cleaner and Reviver to remove any dust, 
grease, oil, mildew, algae and other contaminants. Remove any loose, flaking 
or peeling coatings. Ensure the ends are adequately protected using Ronseal 
Decking End Grain Preserver.
New wood: New decking timber should be allowed to weather naturally 
(usually 6 months) to ensure any pre-treatment has sufficiently eroded, 
allowing penetration and adhesion of the oil. Clean the decking with  
Ronseal Decking Cleaner and Reviver, using a scrubbing brush to open the 
pores of the wood and remove any contamination from the manufacture of  
the decking. Then rinse thoroughly with clean water, ideally using a pressure  

washer and allow to dry completely before overcoating. Test effectiveness  
of cleaning by splashing the deck with water, if beading occurs, re-clean.  
Retest prior to applying Perfect Finish Decking Oil.
The shade label indicates approximate colour only. We recommend you  
test a small area to determine the final colour which may be influenced by 
the texture, grain, colour, porosity, type of wood and previous treatment.

Application
1.  Remove the overcap and assemble the pad. Remove the lid, which  

can be used as a tray if desired. If using the lid, wash with water and 
detergent and dry using a clean soft cloth. Stir the oil thoroughly  
and then pour approximately 1 to 1.5cm into the tray. Do not dilute.

2.  Dip the pad into the oil, ensuring the underside of the pad is  
immersed. Dip the pad evenly taking care not to overload it.

3.  Starting in the furthest corner, push or pull the pad in the direction  
of the woodgrain. The pad will hold more product than a brush  
so you will be able to apply in long, smooth stokes. The pad allows  
you to work away excess oil and redistribute it evenly along the  
decking board, avoiding puddles in the grooves.

4.  When applying to deck boards, treat 3-4 boards at a time to avoid 
overlap marks. For maximum protection apply to all sides and  
ends of the decking.

5.  We recommend 2 coats, however, to achieve a deeper colour  
you can apply a third coat. 

Clean Up & Applicator Care
Remove as much decking oil as possible from the pad and tray before 
cleaning. Clean pad and tray with water and detergent. Always leave  
the pad to dry out with the flock facing upwards. Do not empty into  
drains or watercourses. Some local authorities have special facilities  
for the disposal of waste coatings.

Maintenance
Decking treated with Ronseal Perfect Finish Decking Oil can be  
cleaned using Ronseal Decking Cleaner and Reviver. Inspect the  
coating on a 6 monthly basis and re-coat when necessary. 


