
Colours, Waterproofs & 
Preserves Against Rot & Decay

2 1IN & ERADICATES
PRESERVES

FENCE
PRESERVER

SHED &

What is Ronseal Shed & Fence Preserver? 
Ronseal Shed & Fence Preserver has been specially 
formulated to give colour and protection to sheds and 
fences. The deep penetrating 2 in 1 formula eradicates 
woodworm whilst preserving the wood preventing rot  
and decay. The unique formula contains added water 
repellents, waterproofing the timber from the damage  
caused by water ingress.

Where should it be used? 
Ronseal Shed & Fence Preserver is specifically formulated for 
the preservation of exterior timber above ground contact. 

Ronseal Shed & Fence Preserver is recommended for the 
preservation of exterior wood such as sheds, fences, trellis 
and other rough sawn garden wood.

Ronseal Shed & Fence Preserver is not generally suitable  
for overpainting, staining or varnishing. However it is ideal  
for use on outdoor rough sawn and smooth planed timber.

How much is needed? 
Typical use of Ronseal Shed & Fence Preserver is shown below:

Drying times  
Allow 24 hours to fully dry between each coat.

Preparation  
Ensure all surfaces are clean, dry and free from surface 
coatings such as paint, varnish or stain etc.

Where timbers are suffering from decay, before applying 
Ronseal Shed & Fence Preserver, remove all decayed wood 
and replace with sound, treated timber. Cut out and burn all 
decayed wood at least 45cm beyond the area of damage.

Application 
Shake well before use. This is important to ensure uniform 
colour. Ronseal Shed & Fence Preserver can be applied by 
brush or dipping. Where possible, end grains should be 
treated by dipping to ensure complete penetration. 

Apply a minimum of 2 even coats of Ronseal Shed & Fence 
Preserver, covering all faces, sides and joints, paying particular 
attention to the end grain. Refer to all coverage guidelines.

The second coat should be applied after the first coat is  
fully dry. Avoid contact with bitumen, bitumen felt or mastics 
and plastics.
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Type of Attack Treatment Application 
Rate

Eradication of dry and wet rot 
and insect attack in existing 
or replacement timbers

3 coats by 
brush or spray 
application

4m2  
per litre

Eradication of woodworm 
in roof joists, floorboards, 
joinery and small timbers

2 coats by 
brush or spray 
application

8m2  

per litre

Preserves, 
preventing 

rot and decay

Superb colour and 
preservation for long 

lasting protection

Waterproofs  
to prevent  

water ingress

Eradicates, killing 
woodworm and 

protecting against 
re-infestation

Clean Up 
Remove as much product as possible from equipment 
prior to cleaning. Clean brushes, sprays and any spillage 
with paint brush cleaner. 

Do not empty product into drains or watercourses.

Some local authorities have special facilities  
for disposal of waste coatings.

General Precautions 
Read all precautions before use.

Ronseal Shed & Fence Preserver should only be used  
in well ventilated areas. Ventilation is essential during 
treatment and should be continued until the treated  
areas are fully dry. Drying times will be prolonged in  
cold weather and when ventilation is restricted.  
Clean up any splashes promptly to prevent staining.

How to recognise dry rot 
Dry rot may appear as white fluffy cotton wool like 
growths or in white or grey sheets. Grey or white 
branching strands, up to 6mm wide, can also be  
found spreading on brickwork or behind plaster.

Rusty red, pancake shaped, fruit bodies also indicate a  
dry rot problem. Wood under attack from dry rot shrinks 
and splits in large brick shaped pieces across the grain  
and is dry and brittle. When using Ronseal Shed & Fence 
Preserver for the treatment of timbers affected by dry  
rot, additionally clean down and sterilise all infected walls, 
floors, ground and subsoil with a proprietary dry rot killer 
for masonry, used in accordance with manufacturers 
instructions. Where walls are plastered, strip off sufficient 
plaster (both sides) to expose full extent of infected area.

How to recognise wet rot 
Wet rot is a fungal attack which may cause the surface  
of the wood to darken. Decayed wood splits along the 
grain and smaller cubes of wood are formed as a result. 
The wood may also become soft and spongy and thin, 
brown branching strands of fungi may form on the 
surface of the timber under attack. For the repair of small 
areas of wet rot in exterior joinery, eg window sills and 
window frames, use the Ronseal Wood Repair System.

How to recognise insect attack 
Insect attack can be recognised by small, round flight 
holes on the surface of the wood or by tunnels in the 
wood. New holes will show clean, fresh timber inside  
them and fine gritty powder can be seen on the surface  
or beneath the site of the activity. Holes are likely to  
be found near joints, on the undersides and backs of 
furniture. Larvae can remain in the wood continuing  
to damage it further and any furniture should be  
checked at least once a year in early summer for  
signs of further attack.


